
Name Weight

A B C [ca. kg/m]

K 6 x 4 6 4 4 < 0,1 35

K 8 x 5 8 5 4 < 0,1 40

K 10 x 6 10 6 6 0,1 55

K 13 x 8 13 8 8 0,1 75

K 15 x 8 15 8 10 0,1 80

K 17 x 11 17 11 10 0,2 110

K 22 x 14 22 14 15 0,3 180

K 30 x 16 30 16 19 0,5 200

K 6 x 4 notched 6 4 4 < 0,1 30

K 8 x 5 notched 8 5 4 < 0,1 35

K 10 x 6 notched 10 6 6 0,1 45

K 13 x 8 notched 13 8 8 0,1 60

K 15 x 8 notched 15 8 10 0,1 70

K 17 x 11 notched 17 11 10 0,2 100

K 22 x 14 notched 22 14 15 0,3 150

K 30 x 16 notched 30 16 19 0,4 180

R 8 x 8 8 8 0,1 80

R 10 x 10 10 10 0,1 100

R 12 x 12 12 12 0,2

R 15 x 15 15 15 0,3

R 20 x 15 20 15 0,4

R 25 x 15 25 15 0,5

R 30 x 8 30 8 0,3 100

Cross rib profile (A 11) 5,5 60

*The minimum pulley diameter relates to use at a standard temperature of approx. +20° C

  When using below 8° C, increase the minimum pulley diameter by 50%

  When using below -25° C, increase the minimum pulley diameter by 100%

  There may be deviations depending on the material and degree of hardness
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Further dimensions are possible on request. Let us advise you.
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